
SIRIUS ENERGY STORAGE 



Cycle Life 

2

1 million cycles @ -30 C to 85 C



Cycle Life 
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1 million cycles @100% DOD



Cycle Life 
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1 million cycles

No limit on rate of 

charge or discharge



Efficiency
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>92% DC to AC efficiency



Thermal Stability
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Minimal heat generation 

during charge/discharge cycles



Safe
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Non -toxic

Non -flammable



Reliable
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Patent pending current balancing  

algorithm actively balances and 

stabilizes the supercapacitor based 

core module



Reliable
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Charge Retention
Patent pending charge retention circuit and 

algorithm increases self -discharge duration 

to 14 days (from 48 hours)



Modular and Scalable
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From kWh 

to MWh

with footprint 

equivalent to 

Li Ion



Plug and Play
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Interface with electronics on site or 

available with built - in electronics 



Comparison
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>92%



Cellular Infrastructure

13

Towers

POPsfor fiber cables

Wifi POS's



Grid Storage
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Load Leveling 

Peak Shaving 

Frequency Regulation

Spinning Reserve

Congestion Relief (temp or permanent)

Ramping Support ðFlattening the Duck Curve

Renewable Capacity Firming 



Behind the Meter
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Demand Response

Demand Charge Management

Solar + Storage (+Server) 



Microgrids
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Solar + Storage (+Server)



Electric Vehicles and Charging Stations
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Electric Vehicles

Electric Vehicle Charging Stations


